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PREFACE. 

My aim in publishing this little book is: 

First—to give to the schools a simple and inex- 
pensive method of pattern drafting which embodies 
the educational through the practical medium, and 
which will save time by dispensing with much of 
the note book work. 

Second—to benetit the woman in the home who 
would make her own patterns if she could do so 
without the use of some expensive set system or 
course of instruction. 

After three years of steady use in my work, 
during which time I have made a few shght changes 
in the original draft, and the experience of others 
in both home and school work, I do not hesitate to 
say that properly worked out this manual will meet 
both demands. Should it be helpful to others, 
though in smaller measure than it has proved to 
me in my work, the time spent in its preparation 


will be fully compensated. 
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INTRODUCTION. 


The instructions contained in this book are as 
simple and concise as possible, the intention being 
merely to do away with the necessity of dictating 
notes on drafting, necessarily mechanical in them- 
selves, for certain set rules must be followed in 
making a pattern. 

For class work the whole general plan should 
be carefully developed by the inductive method 
before the student sees a printed line or hears a 
dictation, otherwise an injury is done rather than 
benefit derived, from an educational standpoint. If 
the instructor has each lesson thoroughly in mind, 
she will find it quite possible to draw the whole 
general plan from her class without dictating at all, 
and it is only such teaching the author advises in 
this work, because we know that the inductive 
method is the only true method to follow in the 
schoolroom if best results are to be obtained. 

By the woman in the home, who simply needs 
the patterns from a practical point of view, the 
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instructions will be easily understood, and _ plain 
pattern-making made easy. 


The instructions are all for plain patterns, but 
itis a very simple matter, after a little thought and 
and practice, to develop more elaborate garments 
from the same plain patterns. The additions for 
tucks, plaits, etc., as well as changes in general 
form, and the drawing of free-hand curves are of 
great value in studving correct lines, hence the 
educational through the practical medium. 


The only equipment necessary for making these 
drafts is drafting paper (the yard-wide, light-weight 
quality, about 6 cents per pound, is the best for 
this purpose), a yard rule, 60-inch tape line, and 
pencil. 


The plan for making the drafts is based entirely 
upon the right angle, made up of two lines of une- 
qual lengths, the /ong /ine representing all length 
measures, and the short fine the width measures. 
The location of the right angle on the drafting pa- 
per must be carefully observed. A piece of draft- 
ing paper is laid lengthwise on the table, the right 
angle drafted at the s2@h/-hand end. The direc- 
tions down, out and wf, constantly used in the in- 
structions, must be kept clearly in mind: 
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Down is \jocated toward the right hand or lower 
part of pattern, following the Jong /ine, or length. 
Out is located directly away from the person, 
either on or parallel with the short /ine. 
(/p is toward the left hand, or upper part of 
pattern. 
Oul- 


Up Down, 


A series of numbered dots is used to mark the 
important points of the pattern according to the 
measure taken; these dots are then connected by 
either straight lines or curves. As soon as the stu- 
dent becomes a little familiar with the drafts the 
numbers are omitted, and all connections are made 
Without reference to the notes. Within a reasona- 
ble length of time the instructor should insist upon 
drafts being made without any reference to instruc- 
tion book, thus again deriving a two-fold value. 

Add seams to pattern, using the yard rule for 
drafting all straight seam lines. A much more 
accurate seam will be made in this way. Seams 
along curved lines should be dotted. 
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The importance of accurate measures cannot be 
too strongly emphasized. A _ well-fitting pattern 
cannot result from incorrect measures. ‘They 
should be taken very carefully in the first place and 
then verified until there can be no doubt about the 
correctness. If the measures are true to the figure 
the pattern will fit perfectly. 


A few set measures are given in some of the 
drafts. These are correct for the average adult, 
but in drafting patterns for children or unusually 
disproportionate forms, judgment must be exercised 
in the use of these measures. 


Seams should be traced and basted with the 
greatest care. 


LESSONS IN 


GARMENT DRAFTING. 


General Instructions for Skirt Drafting. 


All skirt measures should be taken to the floor, 
then any desired deduction made, or length added. 


After each part of pattern is drafted, test all 
measures with a tape line. 


Carefully mark each part of pattern with the 
name of the gore; also front (or warp) side. 


In cutting out patterns, allow %-inch seams on 
sides. Cut top and bottom on draft lines. 


One-half the pattern only 1s cut—one-half front 
gore, one side gore and one back gore. 


There should be no seam down the center of 
front gore, hence the pattern must be placed on 
cloth folded lengthwise of warp, front side of pat- 
tern following fold of goods. 


In placing side and back gore patterns on mate- 
rial, see that front of each pattern follows warp 
thread, or length of cloth. Zhzs zs very important. 
They may be cut singly or on doubled cloth, which- 
ever cuts to better advantage. 


Width of gores at bottom depends upon height 
and size of person for whom skirt is made; also, 
prevailing style. 


Instructions for Basting. 

To avoid mistakes, leave each part of pattern 
pinned to material until ready to baste. JVever 
notch gores. 

First, pin warp side of side gores to front gore, 
beginning at top. Always baste with dézas part up- 
permost, to avoid fulling straight edges. Fasten 
thread firmly at top and baste with small stitches, 
carefully following seam line. 

Follow same instructions for back gore. Leave 
S or 10 inches open at upper part of center back 
for placket opening. It is well to stay the bias 
back seam, either with double stitching or straight 
strip of cloth, to avaid stretching. 


Underskirt Dratt. 


Measures: 
WAIST: Easy measure around smallest part 
of waist. 


FRONT: From waist line to floor. 

SIDE: Over fullest part of hip to floor. Take 
this measure over both hips, and use the 
longer one. 

BACK: From waist line to floor. 


Widths at Bottom of Gores for 3-yard Skirt: 
FRONT GORE, 12 inches wide. 
SIDE ef lo: ee 
DACA ‘ 2a te . 
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FRONT GORE DRAFT. 





Front Gore 






\ ro 4 O* Crood 





. Use straight edge of paper for Jone line. Near 
top of paper draw a short line at right angles 
to dong line. Measure down from angle on 
long line FRONT length of skirt and place 
Oe ee ae at Oye ce tse Ae a 

Up from angle %-inch, and one-sixth WAIST 
MCASUECRONL, DIACE GOL soe sow a ye ey 


. Down from angle 6 inches, place dot ........ 
Out from 3, 2 inches more than one - sixth 
W AIST measure, placé dot... <cc4.440... 
Out from 1 mark desired width of front gore 
with small cross. 
Connect 4 and cross with straight line. 
sb 2 and 4 with curved line. 
as angle and 2 with curved line. 
Measure FRONT length of skirt on line ex- 
tending from 2 to cross, and place dot... .. . 5 


Connect 1 and 5 with a curved line. 
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SIDE GORE DRAFT. 





Beginning at left-hand end of paper, draw a 
right angle same as for front gore, except the /ong 
line is placed %-inch from edge to allow for seam. 
a. Down from angle FRONT length, place 


COU ears ra eter ety ti eee ecw eee Ae eae I 
b: (Oa trommancle 4=inen, place: dolce... 252. 2 
c. Up from angle 34.inch, and 4% WAIST meas- 

UTE (07 IAGENC Olga tre athe eee ea 3 


d. Down from angle 6 inches, place dot 


Out from 4, 3 inches more than 4% WAIST 
re Ase Pld Ce HCO tan re nee tone outrun ee 5 


f. Out from 1 mark desired width of side gore 
with small cross. 

g. Connect 5 and cross with straight line. 

h. es 3 § with curved line. 

1: $6 QD 6 3 rz 66 G6 

J: G6 2 * 4 66 G< 66 

k. Measure SIDE length on line extending from 
2 tO Cl OSS and place Ol ...n eon, an es ee 6 


1. Connect I and 6 with curved line. 
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BACK GORE DRAFT. 


Back Got® 


2 x Lront CWwar A / ; 
SSS Chae oY Pane 


Draft right angle, same as for side gore. 


aoe es» oe © 


. Down from angle SIDE length, place dot 
; Out from-angle 1% -inch, place dot... we 


c. rinch wd from 2, and 4% WAIST measure 


CD 


03 


pom 0 
e 


Oitlie PIACEMAOL aaah a meta ny gal eo 8 eee 
. Down from angle 6 inches, place dot 


e e e @© e# 8 se8 @ 


. Out from 1 mark desired width of back gore 
with small cross. 


Connect 3 and cross with straight line. 
oe 2 se oe enthvecurvea. line: 
CG a o6 4 Ce G6 Ce 
Measure BACK length on the line extending 
PROM: 2700. Cross, and. DIdCetCOl are e.g ccc: 


;. Connect I and 5 with curved line. 
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General Instructions for Gored Skirt Draft. 


The same general principles apply to the gored 
skirt draft as to the underskirt, except that more 
measures must be taken. The WAIST and HIP 
measures are subdivided into as many gores as 
desired, and are known by the names FRONT 
Wale  hRONT daliee SIDE, WAISd. Shpr 
HIP, etc., meaning the width of each gore at the 
waist or hip, as the case may be. Tables on a fol- 
lowing page give proportionate WAIST subdivi- 
sions for each of the 7 org gores of a skirt, ranging 
from waist measures 18 inches to 36 inches. These 
subdivisions may be easily rearranged to suit chang- 
ing styles; that 1s, a plait added to either side of a 
front gore may produce an unbecoming width at 
waist line, hence the pattern should be cut nar- 
rower, the deduction edded to side gores. 


One-half the pattern only is cut—one-half the 
front gore, one each of the side gores, and one 
back gore. 

Determine the width of each gore at the A7p 


line in the following manner: 


BPicOwN TEL? isa Y -inchmore than. ERO 
WAIST. 

BACK (HIPs 134 -1nch. more than’ Dee K 
Waals I. 


Add FRONT HIP and BACK HIP; deduct 
this from one-half HIP measure; divide this num- 
ber into equal parts and it will give the HIP meas- 
ure for each of the side gores. Do not use any 
fraction smaller than ¥%-inch. 


A diagram, similar to the following, should be 
made before beginning to draft in order to avoid 


errors: 
Front «st Side 2d Side Back 

WAIST-—24 2 4 4 2 
EEE AO 2 7 7 334 


Foundation skirt lines are the same, no matter 
what the prevailing stvle. <A shirred, plaited, 
flared or tucked skirt may be developed from a 
plain gored skirt pattern by marking extra width 
on the cloth before cutting. Use tailor’s chalk or 
colored pencil. 


Table of Waist Subdivisions for 7-gored Skirt. 


WAIST FRONT isr SIDE =. 2p SIDE BACK 
18 ve 3 3 114 
19 134 314 314 14 
20 2 314 314 113 
ae : 334 3M 134 
“¢ 2 316 3h6 1%4 
wo 2 334 334 134 
24 2 4 4 9 
os 2 444 44 9 
26 274 474 414 Rh 
27 214 41g 41g 21, 
28 244 434 494 214 
29 2M 45 494 214 
30 234 454 434 23, 
31 234 5 5 234 
be 23 514 A 23, 
ue 3 ily 54 3 
34 3 51g 514 3 
35 3 OF 4 994 3 
36 34 534 534 314 

Widths at bottom for 7-gored skirt: 
ErOnt P06e 3444 ened 8 inches | 
meee Tap «7886 yard skirt 
IDAGK) ey aaseee re eee 238 J 
Front ROTC eater oe 9 lnches | 
gh Tay «pba abet 
Backs | °iadetasecee ob. 7 
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Table of Waist Subdivisions for 9-gored Skirt. 
WAIST FRONT itistSIDE 2pnSIDE 38pnSIDE BACK 


18 11g 214 214 214 11g 
19 ig 216 216 216 14g 
20 2 216 216 216 144 
21 2 294 254 234 1144 
22 2 294 254 234 114g 
23 2 234 254 294 2 

24 2 3 3 o 2 

20 2 3 3 3 214 
26 2 314 314 314 214 
at 214 314 314 344 214 
28 214 316 16g O16 214 
29 244 316 316 316 216 
30 ony 334 354 394 2% 
ol 216 334 3394 334 216 
2 216 4 4 4 234 
30 21g 4 4 4 234 
34 216 Aly Aly 44 254 
DO 234 414 44 44 294 
36 234 446 4% 47% 294 

Measures: 


WAIST: Smooth measure around smallest part 
of waist. Take slightly easier measure for 


g-gored pattern than for 7-gored. 

HIP: Smooth measure around largest part of 
hips. 

FRONT: From waist line to floor. 

SIDE: From waist line over fullest part of hip 
to floor. Take this measure over both hips 
and use the longer one if there is any dif- 
ference, which is often the case. 

BACK: From waist line to floor. 
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FRONT GORE DRAFT. 





. Use edge of paper for Jong fine. Near top 


of paper draw a short /ine at right angles to 
long line. Measure doz from angle FRONT 


IGN Oth, atid place el Olsen et 
(/p from angle Y4-inch,and FRONT WAIST 
DUA IACC# CO Urata aie te cae Dae end een oa tannay: 
Down from angle 6 inches, place dot ........ 


Gi 180m .3. RON EP place dot. =o... 


Out from 1 mark desired width of front gore 
with small cross. 


Connect 4 and cross with a straight line. 
‘“ 2 * 4 with a curved line. 
ef angle and .2°* - 


Measure FRONT length on line extending 
MOM 2 tO, Close, and DlICedOUsenaeueu rete 


Connect £ and 5 with a curved line (it is much 
easier to sketch this curve if I and 5 are 
first connected by a straight line). 
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TH wy IS 


Foe 


FIRST SIDE GORE DRAFT. 


“- 
2 
= ae 
Le 


re 
2 \at Side 


a 
<P ron Wa Side /) 
= EAL at 


. Draw a /ong line %-inch from edge of paper. 
Out, near top of paper, draw a short lime at 
right angles to /ong line. Down from angle 
HICON Ie leneth, place dO ts circ ae Sante tans 
. Our trom anele 4 -inch, place:dots. 224.444... 
Up from angle %-inch, and SIDE WAIST 
OUTED NC. ClOl msc e trey etn ne tice ee te gun ees : 
. Down from angle 6 inches, place dot ........ 
. Out from 4, SIDE HIP, place dot 
Out from I mark desired width of first side 
gore with small cross. 


ee e* je ee #* e® e« e&* @ 


. Connect § and cross with straight line. 


x 3 * § with curved hne. 
66 2 as G6 Gs 
‘6 2 6 4 6< 66 66 


. On the line extending from 3 to cross measure 
SIDE. DENG TH, and placé dot: 1445444 


. Connect 1 and 6 with a curved line. 
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SECOND SIDE GORE DRAFT. 


Second side gore draft is usually cut same as 
first side gore, except that more width is given at 
the bottom, and off lengths of gore are SIDE 
lengths. 


BACK GORE DRAFT. 
<o 


ee 
Bac o 


oo Ree =O VEAT hy) vo 7 
—— Eda oy vay 


a. Draft a right angle same as for side gore 
drafts. Down from angle SIDE length, 
DIAC CC OU eerie ree ee ei I 

b. Oud from angle %-inch, place dot........... 2 

c. 1%-inch up from angle and 7 or 8 inches ow’, 
DIAC CORinr wea aes ea ee eke ea hsgetacne ee Foe 3 

(Any width desired may be used here. ) 

d. Down from angle 6 inches, place dot ........ 4 

e. Out from 1 mark desired width of back gore 
with small cross. 


Connect 3 and cross with a straight line. 


. Draw a line curving slightly «7 from 2 and 


down to 3 (this point is cut merely for safety 
in fitting skirt. After plaits are laid to fit 
figure, the cloth should be carefully cut to 
waist line). 


. Connect 2 and 4 with a curved line. 


On the line extending from 3 to cross measure 
BACK Jensth, and place-dot 2s 23eces 224 


Connect 1 and 5 with curved line. 


General Instructions for Drafting Drawers. 


In cutting out pattern, follow outside line while 
paper remains folded. For front of pattern, cut on 
single paper, following the line from 1 through 5 
to 4. Shorten pattern to any length desired. 

In laying pattern on material, be sure that length 
follows warp thread. 

If the waist line is to be finished with a yoke, 
cut the upper part down the width of the voke. 


Measures: 
WAIST: Close measure around waist. 
HIP: Close measure around fullest part of hips. 
SIDE LENGTH: From waist line at side to 
bend of knee. 
KNEE: Width desired at knee, usually from 


12 inches to I5 inches. 


DRAWERS DRAFT. 


Fold 1% yards of drafting paper crosswise, 
using fold for /ong line. Draw a short 
line at right angles to fold near Jeft of pa- 
per. Mown on fold from angle, 3 inches, 
IACONO rier bre ace ae eee ere ae 


Down from 1, t inch more than one-half SIDE 
BING Wiles place G0 nrc and et ae es 


Down from 1 the whole SIDE LENGTH, 


Py CCRCIO Encore eee teehee ea renee ea lace, : 


Out from 2, 2 inches less than one-half HIP 
MIGASUT Cy DIAGE CG Olirc oor seas Se ee ee we 


Out from 1, 3 inches less than one - half 


Wtelo: Lime asure, place Ol «hae ie ees 


Out on short line one-half WAIST measure, 
DIC eC Ol aeons re eee 4 nae te eee 2 


. Out from 3 the KNEE measure, place dot ...7 
. Connect 1 and 6 with a straight line. 


66 6 6 < 4 Sc 6 6 
ci Ay, “curved * 
< Bo ee SRAM, 
es yas curved ° 
G6 5 és 4 G6 straight ‘<6 


General Instructions for Shirtwaist Draft. 


DRAFTING. 


One-half the pattern, one-half front and one- 
half back, is drafted to the lines of the figure, and 
all extra fullness must be provided for when cutting 
out waist. 


CUT LING: 


I inch seams should be allowed on pattern on 
shoulder and under arm. Balance of pattern is 
cut on draft lines. The lines down the center of 
front and back represent center of plait and center 
of back, hence no seams are necessary. 


If shirtwaist is to open in front, take off two 
lengths of cloth. Make center plait along one 
straight edge. If it is to be a plaited or tucked 
waist, the plaits or tucks are put in defore pattern is 
placed. If more fullness is desired than pattern 
and plaits provide, the cloth may be drawn under 
from back of pattern a//er it has been pinned along 
front, neck and shoulder, but never change the 
shape at neck curve and shoulder. This will spoil 
the fit of the waist. 


The center plait along the other half of front 
need be only a half-inch hem—yust wide enough to 
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hold the buttons. Plaits and tucks must be put in 
to correspond with other half of front. 

The back is cut on doubled cloth folded length- 
wise of warp. 

If the waist is to open in the back, two lengths 
are taken off, and same instructions followed as 
outlined above. 

The front is cut on doubled cloth, folded length- 
wise of warp. 


BASTING. 
Baste shoulder seams together, beginning at 
neck, and follow seam line carefully. 


Baste under-arm seams, beginning at arm’s eye. 
If the pattern has been carefully drafted the waist 
lines will meet on front and back. 


The 1-inch seams on pattern should be cut to 
¥4-1nch after first fitting. 


Table of Measures for Front of Neck. 


NECK. INCHES. NECK. INCHES. 
11 -  , Q 14 Ls 
tiie Se, Rg 4404¢«~.2« «| 
12 . & ey 15 a 
194, 236 Tote kB 
13 - & BY 16 nee hole 


13g 3k GOB. rig Be 


Table of Measures for Back of Neck. 


INCAS INCHES. NECK, INCHES: 
rs . 13, 14 Q1le 
1114, . 13; 1416 Qe 
12 . 1% 15 24 
1214 . 1% 1544 244 
13 . . 2 16 236 
131g 2 161, 236 

Measures: 


NECK: Smooth measure at bottom of collar 
band. 


BUST: Smooth measure around fullest part of 
bust. well down in front and over point of 
shoulder bladesin back. Stand behind per- 
son when taking this measure. 


WAIST: Close measure around smallest part 
of waist. 


CHiivo kl «= byom-sioulder to shoulder. © anch 
below collar band. 

SHOULDER: Prom bettoni of collar band to 
point of shoulder. 

UNDER ARM: Close under arm to waist 
line. Do not raise the shoulder when tak- 
ing this measure. 

LENGTH OF FRONT? From -éollar band 


to waist lne. 


LENGTH OF BACK: From collar band to 
waist line. The difference between 
LENGTH of BACK and UNDER-ARM 
measures is usually 7 inches. 

WIDTH OF BACK: Across shoulders. just 
above point of shoulder blades 


FRONT DRAFT. 





1% Ni 
myo cee 


. Draft a right angle, using straight edge of 
paper for Jong line. Measure od on short 


tiie Arom angle 2 inches, and. place Cot a) 7441 
Oy, Son Short ie om. ae COO) EAR: 
MEAS ORE place dou a ease ee 2 


1%-inch down from 2 place a small cross. 


. Connect 1 and cross with straight line. On 


this line measure SHOULDER length, and 
LACS COL creat eaerunne earner: 2 


At @ 


Hag Oe 2 ee: oe 


. LNown trom angle on /ong line whatever 


FRONT OF NECK table calls for in 

VOUT SIZe OF NECK. place-dOl 34. ses ee 4 
One-half the distance between angle and 4, 

PLC ONG OL eras cae acer eet pa eeet ea eee tee a 5 


. 15§-inch owt from 5, place dot .............. 6 
. Down from 4 on Jong line FRONT LENGTH 


PIC CO beet arts atone cae terete ener ee ene 7 
Out from 4 draw a line parallel with short line. 

On this line measure one-half CHEST 

Measure and Place dOlta <n naa sine Se 8 
Down from 4 on long line, 4% inches, place dot g 


. Out from g draw a line parallel with short /ine. 


On this line measure one-half CHEST 
measure, plus 14-inch, and place dot ...... 10 
Deduct WIDTH OF BACK from BUST 
measure. Out from g one-half this differ- 
ENCE INCC Olean es ya eer cnn neni aaa II 


. Down from 11 UNDER-ARM measure, 


PlaCewd Ot tigi ee tee erase rn eo aa 12 


eee ainchwowe Irom-12, place-dot s200 as i 
. 5 inches down from 13, place dot........... 14 


2 SS SOUL Poel ee Sie ee ec eect ees 15 
5) S& sdozi. = fe a Eee en ct aa 16 


. Connect 16 and 15 with a curved line. 


66 1s. 73 66 straight 3 

éc 12 é¢ LI éé ¢¢ &¢ 

“ 3, 8, 10 and 11 with curved line. 
1,6 and 4 ee - " 


to 
tv 


= 


BACK DRAFT. 





Draft a right angle, using straight edge of 
paper for /ong line. Out from angle on short 
line whatever BACK OF NECK table 


calls for in your size of neck, place dot ..... I 


. Oul from 1, SHOULDER measure, place dot 2 


2% inches down from 2, place small cross. 


. Connect I and cross with straight line. On 


this line measure SHIOULDER length, and 
PCS COU 2 tis shen eect oa eee ee 2° 
Down from angle LENGTH of BACK, 


1 U-Keley(a | 0) Seat ara aan a ee re Ee ee ea ae 4 
Up from 4 UNDER-ARM measure, place dot 5 


. Out trom § draw a line parallel with short /ine. 


Oul on this line measure one-half WIDTH 


of BACK, plus 1%-inch, place dot ....... 6 
2 Zin Cl ep vom: G place .dOl. 8s s aa ca 7 


Out from 7 draw aline parallel with short lene. 
On this line measure one-half WIDTH of 
DiNG  eand placer dOt: ato eee 8 
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j. One-fourth WAIST measure owt from 4, plus 
1 inch, place small cross. 


k. Connect 6 and cross with straight line. On 
this line measure UNDER-ARM measure, 


PING OI Ce tO pea aa 2. ok erences arene 9 
Is: S-INChessdo7 711 Ol Oy Pidce- COl. 32 nec ae IO 
ieee) BOUT, = On. CON a er eee II 
Mie: fe rom Eo ea tt aes eer eer ee i 


o. Connect 12 and 11 with straight line. 


p 66 9 66 rt oé a4 66 
os 8 and 9 with curved line. 
gq ) 
r. Draw acurved line from 1 to %-inch below 


angle on /ong line. 
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General Instructions for Shirtwaist Sleeve Draft. 


In cutting out pattern, follow outside line while 
paper remains folded. For under part of sleeve, 
cut on single paper, following line from 7 through 
10,8 and 11 to 4. Allow half-inch seams along 
inside length of sleeve. 

If more fullness is desired than plain shirt sleeve 
provides, lay plait in cloth along center. A smaller 
sleeve may be cut by laying plait along length of 
pattern. 

A short sleeve may be cut from same pattern 
by folding back to any desired length and arrang- 
ing fullness and height of curve at top to suit mate- 
rial and style. 

Measures: 

ARM'S EYE: Close measure around arm 
where it joins the body, and over tip of 
shoulder. Usually this measure should not 
exceed 15 inches. 

ELBOW: Close measure around elbow with 
hand on shoulder. The difference between 
ELBOW and ARM’S EYE should be 3 
inches. 

WRIST: Smooth measure around hand. about 


S inches. 
SHOULDER to ELBOW: From tip of shoul- 


der to elbow. 
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KLBOW to TTAND: From point of elbow to 
hand. 

INSIDE SEAM: Measure in front where arm 
joins body to hollow of elbow while arm is 
shoehtly bent. Be sure that this measure 1s 
long enough. Usually it is 5 inches less 
than SHOULDER to ELBOW measure. 


ere NO Rel 





a 


QD 


. Double paper. using fold for ung fine. Draft 


a short line at right angles to /ong five three 
inches from top of paper. Mow from angle 
SHOULDER to ELBOW measure, place 


Op trom a, ENO EAM place dol. fa 7s. 2 
. Down irom-1, 1 1BOW to: HAND, place-dot. 4 


. Out from 2, 4 inches less than ARM’S EYE, 
DIACES COU ceca arte ee eer eae epee eee ne ee ey 4 


= 


a 
. 


. Out from 1, 4 inches less than ELBOW 


WE ASU Gy PlACS COU rire. ce ate, 5 
Out from 3, 2 inches less than WRIST meas- 

Une: PlaCerCOla anes eee sense Ay re eee 6 

sO ptronr angle, 2 inches, place dot 2... ini ea i 


. Connect 7 and 4 with a straight line. 


One-half the distance between 7 and 4 place 


OU eta aah Ah ere ice ny eerie 8 
21, Wwenes 7p trom. o place: dole. 2:cu. 013 me se 9 


1 inch wp from the line half-way between 7 
BG poss Ol ACC a0 Ole: Seems pees ver tres ten neat 1O 

1 inch down from the line half-way between 8 
ANG: Acy DIAC eC OU aie tun ek Nek oe eect II 


. Connect 7, 9 and 4 with a curved line. 


ee 7, 10, 8, 11 and 4 with a curved line. 
4, 5 and 6 with a curved line. 
Y 3 and 6 with a straight line. 
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Neck-band Draft. 


Measure : 

Smooth measure around neck at lower edge of 
collar-band. The pattern should be drafted 
to neck measure, allowance for seams and 
lap to be made on cloth when cutting. 





a. Fold a piece of paper. Draft a /ong /ine at 
right angles to fold. own from angle one- 


half length of neck-band, place dot......... I 
b. One-half the distance between angle and 1, 

Place sob a ae a eee cee reat 2 
Cy Ye -Inch: ON TEONY 25 Dlace-dOt) a oa ee 3 
Gee EO er Ange nese aCe gan tee eee eee 4 
pee ee esgnay te: Rey ee eect eee ; 
Begin Qe sets ea gacrecen ee gene 6 
Cee oa oe Ae so eMC Cah oer ent ered enaers ata 7 
Be i Gh ST ee Ce teers. 8 
i. Connect angle, 3 and 4 with a curved line. 


‘6 a, 6, & and 4 ‘6 ‘é ‘¢ 


en 
e 
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Night-gown. 


A well-fitting night-gown pattern may be devel- 
oped from shirtwaist by placing the shirtwaist pat- 
tern ovt from straight edge 5 or 6 inches for full- 
ness, and drafting straight line from under-arm 
point to any desired width at bottom. Measure 
FRONT length on straight edge representing 
center front, and SIDE length on the diagonal line 
under the arm. 

It may be cut either high or low at neck, or 
arranged in yoke form. 


Measures: 
FRONT: From collar-band to floor. 
SIDE: Close under arm to floor. 
BACK: From collar-band to floor. 


Widths at bottom: 
Front gore, about 25 inches. 


Back  « V2, 
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NIGHT-GOWN DRAFT—FRONT. 





The éack is placed same as front except a little 


less fullness is required. 
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